[ TECHNICAL BULLETIN ]
URE-TECH FORMULATED WITH A NON-SLIP FINISH
ASTEC IS COMMITED TO ONGOING RESEARCH AND DEVELOPMENT

Ure-tech R
NON-SKID

This product has all of the normal performance of Ure-tec
accept it is a non-skid finish. Although the finish looks like a
low sheen finish because of the non-skid aggregate it is
actually a full gloss product that will provide good dirt pick-up
resistance, chemical resistance and washing properties on
flooring applications.
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The product is supplied ready for use and should not be
thinned. The product must be applied with a foam roller in
the same manner that a roll on texture would be applied. For
example; parallel strips, then cross hatched then tipped off in
the same direction.
Unlike conventional non-skid finishes that use silica sand as
the non-skid component. The non-skid aggregate used is a
synthetic particle that does not pack up like sand and allows
the applicator to achieve a extremely uniform finish during
application along with many other benefits including:
·
·
·
·

It will not absorb water and air born dirt.
Unlike silica, Ure-tech R Non-skid does not leave
white scuff marks from foot traffic
It’s particle shape allows very uniform application
and simplicity for the applicator.
It is extremely abrasion resistant, more than silica.

The product can be used on most construction surfaces and
some of the principal areas include:
·
·

Industrial flooring.
Hotel walk ways entrances and stairs that are
exposed to water requiring non skid surface for
safety.

Astec Paints are a 100% Australian owned company committed to the
research and development of technologically advanced coatings that provide
premium durability against our harsh Australian conditions. Our coatings
are manufactured with high regard for worker safety and environmental care
and will provide you with absolute confidence in long term performance.

The technical data furnished herein is based
upon data believed by Astec Paints to be true and
accurate at the time of writing, however, no
guarantee of accuracy is given or implied and is
subject to change without notice.
This information is given in good faith for the
assistance of users. No legal warranty expressed
or implied is made as to its accuracy,
completeness or otherwise.

Revised Edition June, 2015
Astec Paints Resellers;

Australia Wide
For a complete list of resellers,

Every person dealing with this material herein
does so at their own risk absolutely and must
make independent determinations of suitability
and completeness from all sources to ensure
their proper use.
We have no control over the condition under
which these products are stored, handled or
used, therefore our recommendations must not
be regarded as a mounting to legal warranty or
as involving any liability on us.

Astec Paints Australasia Pty. Ltd.
22-24 Pinn Street, St. Marys,
South Australia 5042
PO Box 321, Melrose Park, S.A. 5039
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www.astecpaints.com.au
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Telephone: +61 8 8297 2000
Facsimile: +61 8 8297 2555

Your nearest Astec Paints distributor is:

please visit the Contact Page
of our website:
www.astecpaints.com.au/contact

Overseas
Please contact Head Office.

